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Product Name: PNETHICONCENTRATERVCENCOINEIEANER WATE R WASH SORP e
Mannfacturer’s Name: ECT Incorporated " = Wb
Address: Bridgeport Business Park, 401 E. Fourth Street, Bldg. 20, Bridgeport, PA 19405 a7 ’
Emergency Telephone #: Chemtrec (800) 424-9300; ECT Inc. Telephone # (610) 239-5120 4/'\
Proper Shipping Name: N/A .
Hazard Rating (DOT Class): N/A
MSDS Issue Date: 10 November 1995 N v
Prepared By: KEVIN EDDINGER, QA Chemist :
SECTION 1 - INGREDIENTS
INGREDIENT
SEC
CAS# WT% TWA/TLV/PEL LDsy LCso 313
Proprietary blend of N/A 15-25 unknown ' >15,000mg/Kg NO
surface active agents (rat)

NONHAZARDOUS INGREDIENTS WITHHELD AS A TRADE SECRET.

SECTION 313 SUPPLIER NOTIFICATION

HAZARDOUS INGREDIENTS IDENTIFIED IN THE SEC 313 COLUMN OF SECTION 1 ARE TOXIC CHEMICALS SUBJECT
TO THE REPORTING REQUIREMENTS OF SECTION 313 OF THE EMERGENCY PLANNING AND COMMUNITY RIGHT-
TO-KNOW ACT OF 1986 AND OF 40CFR372. THIS INFORMATION MUST BE INCLUDED IN ALL MSDS’S THAT ARE

COPIED AND DISTRIBUTED FOR THIS MATERIAL.

 £LCTION 2 - PHYSICAL DATA

Vapor Pressure (MM Hg): 23.7 (water vapor) ' N
Vapor Density (Air=1). 0.7 . \\\.
Evaporation Rate (H,0=1): 1(water) ,

Appearance/Odor: gold/amber liquid, slight sweet odor

Solubility In Water: soluble

Specific Gravity: approx. 1.02

% Volatile: MIXED: 100

VOC Content: 0.251bs/gal(theo.)

ph: approx 7.5

Boiling Point: approx.215°F

SECTION 3 - FIRE/EXPLOSION HAZARD INFORMATION

Flash Point: approx. >450°F (232°C) ,
Flammable Limits: unk LEL: unk UEL: unk

Autoignition Temp: N/A
Extinguishing Media: Carbon dioxide, sand, dry chemical -

Special Fire Fighting Procedures: Will not burn or support combustion

Unusual Fire and Explosion Hazards: N/A
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